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Marine Aids to Navigation

Strength Steel structure manufactured in sealed segments

Safety Rotomoulded polyethylene hull filled with expanded 
polyurethane

Lantern Designed to operate with standalone lanterns or external 
photovoltaic systems

Focal plane Possibility of high focal planes depending on depths

Accuracy Swing radius of a few metres

Stability Remains vertical in moderate wave conditions

• Narrow channels, inside of ports

• Marking of dredging limits

• Exterior seawall limits

• Seawalls or submerged obstacles

ARTICULATED BEACONS
SPECIAL BUOYS

CONSTRUCTION & QUALITY

Structure and hull

Segmented tube that passes through the centre 
of the hull. Each segment is sealed. A mooring eye 
is provided at the lower end to moor the structure 
directly to the sinker using a shackle
Rotomoulded polyethylene hull filled with expanded 
polyurethane. The hull is divided into segments so 
that it can be assembled to the tube

Anodes Multiple anodes along the structure (total number 
according to the length of the tube)

Paint

All metalic components are treated according 
to the scheme recommended by ISO 12944 for 
marine environments. C5-M class for the emersed 
components and C5-I class for the immersed 
components 

Colours In accordance with IALA E -108

Recycling The buoy components are easily recycled with a 
direct re-use rate nearing 100%

FEATURES 

Models ALBA 5 ALBA 3

Hull volume 5.00 m3 3.00 m3

Minimum depth 12.00 m 8.00 m

Maximum depth 60.00 m 25.00 m

Work platform Optional No

Lantern Any Self-contained 
assembly

Radar reflector Included Included

Top mark Included Included

CHARACTERISTICS AND ADVANTAGES

APPLICATIONS
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                                  TRATAMENTO

Material Galvanizado:

a) Toda a estrutura deverá ser obrigatóriamente 
galvanizada de acordo com a Norma EN ISO 1461(1999). 
(Cobertura de galvanização > 90 microns); 

Material Metalizado:

a) Decapagem será feita com jacto abrasivo (areia ou 
granalha de aço) ao grau SA 2 1/2, segundo a norma 
Sueca aplicável.

b) Metalização das superfícies será feita por projecção 
de zinco a quente sobre as superfícies previamente 
decapadas, devendo ficar com uma espessura média de 
80 microns.

                                  SOLDADURAS

1) Todas as ligações metálicas deverão ser efectuadas 
através  de cordões de soldadura em todo o perímetro de 
contacto entre peças, à excepção das ligações a executar 
com parafusos; 

2) A espessura do cordão de soldadura será igual a 0.70 
pela menor espessura dos elementos a ligar;  

3) Cotas em milimetros (mm);
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                      Preparação de Superficie

Material em Inox:
- As superficies devem ser bem limpas e desengorduradas. 
- Foscar a jacto abrasivo não metálico, do tipo utilizado para 
decapagem de inox para obter um perfil de rugosidade 
média na ordem do 40/50 microns Rz.

Material em Galvanizado:
- Retirar excesso de galvanização
- Desengorduramento e limpeza das superficies
- Despolimento por lixagem
- Perfil de rugosidade média na ordem dos 40/50 microns Rz

                                 Acabamento

OPÇÃO 1:
- 1 Demão de primário epóxido de aderência HEMPADUR 
15553 - 50µm
-2 Demãos de acabamento poliuretano brilhante 
HEMPATHANE ENAMEL 55100 - 2x35 µm

OPÇÃO 2:
- 2 Demão de primário epóxido de aderência HEMPADUR 
15553 - 75µm
-2 Demãos de acabamento poliuretano brilhante HEMPEL'S 
POLYENAMEL 55102 - 2x40 µm
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Branco     -   RAL 9003    Verde       -   RAL 6001
Preto        -   RAL 9005    Amarelo   -   RAL 1021
Vermelho -   RAL 3020    Cinzento  -   RAL 7012

Torres e Postes ALT
Branco     -   RAL 9016    Verde       -   RAL 6037
Preto        -   RAL 9017    Amarelo   -   RAL 1023
Vermelho -   RAL 3028    Cinzento  -   RAL 7012

©2018 ALMARIN  www.almarin.es
©2018 ALMARIN EQUIPOS Y SERVICIOS PORTUARIOS, SL
C/ Costa Brava, 25-29. Local nº 10 | 08030 Barcelona 
T +34 933 601 101 | F +34 933 601 102 | E info@almarin.es | www.almarin.es


